
 
 

 

 

 

 

Mellow Meadow / Cozy Twin 
 

Technische Daten D 

Einsatzbereich Wohnen 
 

Zusatzeignungen Fussbodenheizung 
 

Beanspruchung EN 1307: Wohnbereich leicht (21) 
 

Herstellungsart handgewebt 
 

Oberflächenstruktur Flor 
 

Polmaterial 100% Schurwolle gewalkt 
Färbung Flockenfärbung oder Strangfärbung 

 

Gesamtgewicht ca. 3100 g/m2 
 

Gesamtdicke ca. 15 mm 
 

Brandverhalten VKF 5.3 / EN13501-1 Bfl-s1 (lose) 
 

Breite bis 600 cm möglich 

Länge bis 2000 cm möglich 
 

Masstoleranz max. 2% in der Breite und 4% in der Länge 

Sonderformen Aus- und Zuschnitte möglich 
 

Farbabweichungen Aufgrund der handwerklichen Herstellung kann es zu Farbabweichungen im Vergleich zum Muster kommen 
 

 

Technical data E 
 

application residential areas 
 

additional applications floor-heating 
 

use EN 1307: domestic moderate (21) 
 

construction handwoven 
 

surface texture loop pile 
 

pile material 100% pure  new  wool, felted 
method of dyeing stock dyeing or  hank dyeing 

 

totalweight approx. 3100 g/m2 (91oz/sq yd) 
 

total thickness approx. 15 mm (19/32'') 
 

flammability VKF 5.3 / EN13501-1 Bfl-s1 (unglued) 
 

width up to 600 cm possible (19'7'') 

length up to 2000 cm possible ( 65'6'') 

dimensional tolerance max. 2% in width and 4% in length 

special shapes cut-outs and cuts possible 

colour variations due to manual production there may be colour variations in comparison with the sample 
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